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High Energy Neutron Radiography

A. Gavron. K. Morley, C. Morris, S. Seestrom, J. Ullmann. G. Yates and J. Zumbro

Los Alamos National Laboratory. Los Alamos. NM 87545

ABSTIL4CT

High-energy spallation neutron sources are now being considered in the US and else-
where as a replacement for neutron beams produced by reactors. High-energy and high
intensity neutron beams, produced by unmoderated spallation sources, open potential new
vis[as of neutron radiography. We discuss the basic advantages and disadvantages of
high-energy neutron radiography, and consider some experimental results obtained at the
Weapons Neutron Research (WNR) facility at Los Alamos.

1. INTRODUCTION

Imaging with thermal neutrons is now a mature field, involving numerous applica-
tions’ , and several versatile detector systemsz. The advent of high-energy spallation
sources has opened new opportunities for imaging with neutrons at higher energies.
These neutron energies range anywhere from epithermal, on up to hundreds of MeV.
High-energy neutron radiography differs significantly from thermal neutron radiography,
in that the absorption and scattering cross-sections exhibit a more regular dependence on
the nuclear mass A. At energies above a few MeV, the dominant factor in the neutron
cross-sections is the area of the nucleus, which is proportion:’ [o AY3 . This A-
dependence is much slower that the equivalent dependence for photon absorption. As a
result, one can obtain a much better contrmt between light and heavy materials using
neutrons, compared to photon radiography. As an example, we consider the contrast
between 23%J and 3Li. The rtitio of total neutron cross-sections is approximate y ]0,

wheiew the comparable ratio of photon cross-sections is 150. Lower energy neutrons
provide even more contrast, but higher energy neutrons have the advantage of being much
more penetmting. This implies that we should, in principle, search for the optimal neu-
tron energy that provides the best compromise between the transmission rate and the sig-
md-to-noise ratio. In practice, spallation sources that provide high-energy neutrons we
usually span a large energy range. We can then consider what optimum energy range
should be used for neutron radiography, and design the detector to optimize thot energy
rimge. We describe a simple model to do this in the next section. In subsequent sections.
we present results of simulation calculations, detector designs. and some experimental
results.

2. DETERMINING THE OPTIMUM NEUTRON ENERGY



.

The Weapons Neutron Research facility (WNR) at the Los Alamos Neutron Science
Center (LANSCE) utilizes an 800 MeV proton beam, impinging on a tungsten cylinder,
approximately 7.5 cm long, and 1.5 cm radius, Typically. pulses of 2.108 protons arrive

every 1.8 psec, bunched in macropulses approximately 800 psec long. 100 such macro-

pulses are delivered every second. The neutron spectrum generated is presented in Figure
1. We note that the spectrum exte!!cls up to higher energies at the more forward angles.
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Figure 1. Spectrum of neutrons at WNR, Y, as a function of energy,
for different angles relative to [he proton beam.

At energies below 50 MeV there is very little difference be- U
tween the spectra at different angles. The neutron total cross-
section decreases significantly over the same energy range. n

Consequently, the decrease in the number of neutrons at higher ~
energies. is somewhat offset by the increase in the penetrability
of these neutrons. To illustrate this. we consider the Droblem of [

LiH

L

imaging u LiH plute, covered by ti uranium plate. A schematic Figure 2: Schematic

of the setup is presented in figure setup

2. We assunle that the uranium j 10
is 10 cm thick, and the LiH is 2.5
cm thick. A small cone
(“defect’”). 2 mm in biuse radius
and 2 mm high is evidenl. This :.: \
detect is the signal we wish to
see. The relulive mtignitudc of T)

a 1 10 100 1000
the sigtml generated by the defect En (MeVj
is presented in Figure 3 as u
function of the neutron energy (it Figure 3: Relative m~gnitucle of effect vs. energy
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is proportional to ati/Ou). We
determine the time it takes the ~ ~ ~ ‘------- ~‘- ‘-- --------- --– ‘---‘- ---
signal (i.e. the enhancement in the $’5”
number of transmitted neutrons
due to the defect) to reach the L
level of five standard deviations

i’~1 ~,
of the number of transmitted neu- 0
trons. The calculation is purely 0,1 1 10 Im Icul

geometric, using an attenuation of En(m’/l
-xx

e. where X is the macroscopic Figure 4. Time till signal rises above 5cTof
total neutron cross-section, and X background
is the total thidme~s. The calcu-
lation does not consider the energy dependence of the neutron detector, nor does it con-
sider the background due to scattered neutrons. The time is presented in figure 4 for a
specific configuration at WNR, as a function of the neutron energy. We get the lowest
time (i.e., best “Figure of Merit”) between 8 and 400 MeV. This is a result of a tradeoff

between the decreasing contrast (i.e. q@I) and the increasing transmission as the neu-
tron energy incremes, weighted by the WNR flux. This result implies that if we were
able to design a neutron detector with a flat efficiency curve, the ideal energy range would
be 8 to 400 MeV. In fact. neutron detector efficiencies typically decrease as the energy
increases. We will return to this topic later.

3. OPTIMIZING THE CONFIGUIU+TION

There are severiil factors thai need to be considered in a more detailed optimization on
the radiography configuration. The first of these is the effect w scattering. Mott-
Schwinger scattering together with small-angle elastic scattering contribute to blurring the
image. since they cause a deviation in the straight-ray assumption we use. Although
Mott-Schwinger scattering has an asymptotically infinite cross-section at small angles,
we have calculated that 98.690 of the neutrons going through typical samples are scattered
by an angle less than 10-3degrees. Small angle elastic scattering likewise does not cause
a significant blurring. Inelastic scattering is u different issue - at higher energies, a single
incoming neutron can give rise (via the spallation imd subsequent fission processes) to
several lower energy secondary neutrons. These neutrons are hardly correlated with the

direction of [he incoming neutron and they
produce a smooth (“gri~y”) background.
This background increases ~he time neces-
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----- sary to obtain a statistically meaningful sig-------
tl 1 ---- -------- 1--- h2 nid. The second effect is thti[ of the source-

--------- objec[-cletector geometry - if wc tire imug-----
ing a point defect in tin object tit u LfiNiNICe

Source Obkcl Detector d I from the neutron source, (into u dekxtor

I dl I ~7 ill iI disti~ncc of d2 behind the ob.jcct, wc
t

Figure 5: Imtige of source on dckxtor
produce an imugc of (he sourer size h2 =



(d2/d I )-h] , where h 1 is the source size (see figure 5). Thus, this consideration drives us
to moving [he detector as close as possible to the object. The problem is that the back-
ground due to secondary spallation and fission neutrons varies approximately as d2-z (the
object serves as the *’source””for these neutrons) whereas the signal due to the directly
transmitted neutrons varies as (d I+d2)-~ . Therefore a better signal-to-noise ratio is ob-
tained by increasing d2. Optimization of this process depends on various factors: The
size of the object (it determines the spallation induced background), the size of the source
(h 1), the potential size of the defect to be imaged, and the resolution of the detector.

4. PROOF OF PRINCIPLE EXPERIMENT

On the WNR 15 degree flight path. the effective source size as seen from the detector
is approximately 3 cm high by 5 cm wide. The flight path length to the detector station is
approximately 80 meters. We performed a first “proof of principle” experiment in the
summer of 1994. The object we imaged was comprised of 10 cm thick uranium, and a
LiH disk that was 2.54 cm thick. We drilled several different size holes in the LiH - three
holes through the LiH with diameters of 12, 8 and 4 mm (top row in figure 6), and two
holes half-way through ( 1.27 cm deep) the LiH with diameters of 12 and 8 cm (bottom
row in figure 6). In addition, a small hole (diameter of 1.75 mm) was drilled half way

u

Figure 6: LiH disk and uranium configu-
ration, showing the l~yout of the holes

n

v “w SI MWIMW2 S2
Figure 7: Scherr,atic Iuyout of detector system

through (5 cm depth) uranium brick.
This was done to examine the effect of
small-angle (“Mott-Schwinger”) scatter-
ing on the produced image, The detec-
tor system we used is depicted in figure
7. The detector was positioned ap-
proximately three meters behind the
LiH/U object.

The principle of its operation is as
follows (See fig. 7): A neutron interacts
with the tungsten radiator W, and a
proton is ejected. A trigger is formed if
the proton passes through the two scin-
tillators S I and S2. V is iitl additional
scintillaror that vetoes charged particles
produced before the W radiator. The
(x,y) positions of the proton are deter-
mined in two adjacent multiwire detec-
tors MW I and MW2. (Circles on the
proton track, in the drawing). These
coordinates then determine the point ot’
origin of the proton on the tungsten ra-
diator (which is also the neutron posi-
ion). The multiwire detectors have a
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Figure 8: Image of transmission through pin-
hole.

Experimental (WNR)

characteristic resolution of approxi-
ma~ely 1 mm IWHM. We estimate
the effeclive energy range of detected
neutrons to be between 40 and 600
MeV. due to the threshold of protons
having sufficient energy to trigger S2.
The efficiency of this detector was
approximately 0.6’%0.

The image of the pinhole is pre-
sented in figure 8. The position
resolution of the detector as deter-
mined by the width of the peak is 0.8
mm. This confirms our conclusion
that Mott-Schwinger scattering is not
a significant Issue.

Simulated

Figure 9: Image of the LiH disk shielded by the 10 cm thick uranium (compare
to figure 6). The edge of the disk, as well as the existence of all 5 holes are
clearly evident.

Figure 9 shows the integrated image obtained after 50 hours of data collection with the
LiH in place. The image we present is obtained by dividing the numlxr of counts in each
pixel ( 1 mm in sizti) with the number of counts obtained with the LiH omitted. This
process gets rid of systematic detec~ion efficiency and beam intensity variations at differ-
ent locations on the de[ector surti~ce. For clarity, the simulated imi~ge does not include
effects of statistics or background. The absence of the LiH is calculated to enhance the
transmission by 4% - this is the contrast we observe for the fully-drilled holes in figure 9.

5. NEW CETECTOR DESIGN

This experiment provided the information we needed to design a more efficient detec-
tion system. One of the major problems we encountered wus the high dead time in our



data acquisition system - of the order of 70%. Since we need to move the entire experi-
mental setup closer to the WNR source in order to obti~ina higher counting rate. this was
a major obstacle. It became obvious that we need an image-integrating detector. rather
than a detector that processes individual neutron interactions. For the 1995 WNR ex-

perimental cycle. two detectors were developed. They will be described in detail else-
where in this conference. but for completeness we provide a short review.

The first detector type is an extension of the existing MWPC detectors. The anode
was a 2 mm thick copper plate that doubled as a radiator (converting neutrons to protons).
It was divided into pads sized 0.25 cm x 0.25 cm each. The protons, produced by neu-
trons, cause avalanches !hat are localized to adjacent pads. Charge on the pads is inte-
grated over several seconds before reading it out through a gated FET to an integrating
A.DC. The pads are gated and rmd sequentially by the data acquisition system. The effi-
ciency of this system is comparable in magnitude to that of the original system - 0.6%. h
is sensitive to neutrons above 40 MeV.

The second detector is built from scintillating optical fibers. The filxrs are 5 cm long.
and 0.25 cm in diameter, bundled into a cylinder with a diameter of 9 cm. The fibers are
imaged at the edge of the bundle using a lens, image intensifier, and a CCD to record the
image. This detector produces a clear image as long as the recoiling protons do not trav-
erse more than 1-2 fibers. This limits the detector to incoming neutron energies below 30
MeV. which can be achieved by gating the image intensifier to a specific time window
relative to the start time of the neutron pulse from the WNR target. The efficiency of this
detector is expected to be of the order of 10%.

0.31Elcm

1.27 cm

0.625 cm

15.24cm

6. THE
TOMOGRAPHY
EXPERIMENT

Tomographic imaging has
been well established with elec-
tromagnetic radiation and with
themml neutrons. We designed
an experiment to investigate its
femibility with high-energy neu-

trons. A uranium cylinder, 15.24
cm outer ditm,eter. 7.24 cm inner

Figure 10: Uranium cylinder. Plycthylene fil]ing~ diameter. 20.3 cm length, was
imd dri Iled holes through the polyethylene filled with a polyethylene cylin-

der, Three off-center ho,es were
drilled through the polye!hylene, pariillel to its axis (see figure 10), The diameters were
0.32.0.63. and 1.27 cm Radiographs of the object were taken by a prototype integriiting
system. with 48-by-48 pixel pads. covering 12.2-by-12,2 cmz . The cylinder was placed
wire-chamber detector 20 meters from the WNR source. on the 30 degree (right) beum
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Figure 1I: Back-projection reconstruction of the defects in the cylinder. a) denotes
the uncorrected reconstruction. b) depicts the contrast after introducing a threshold in
the plot.

line at WNR. The detector was placed 2 meters downstream from the cylinder. One ra-
diograph was taken with a polyethylene cylinder without holes. and nine radiographs
were taken with the drilled plastic cylinder, by rotating the cylinder by 20 degrees be-
[ween each exposure. Each angle took approximately 8 hours. The radiographs were
formed by taking the ratio of images between the drilled cylinders and the blank cylin-
ders. This was necessary to deal with systematic effects in the detector and the beam.
Unfortunately, due to instabilities in the delector. the rtidiographs deteriorated over the
course of successive angle measurements. However. after correction for these instabili-
ties during the replay of the data. it was still possible to use tomographic reconstruction
techniques to locate defects within the cylinder. The effects of all three voids are visible
on this radiograph. The two larger holes are evident on the original (Figure 11. a) radio-
graph, and the third hole becomes evident as the threshold is increased in the plot (Figure
I I. b), We conclude that holes with a 3 mm diameter in a light material (polyethylene)
are visible even when shielded by a total of 8 cm thick uranium. Obviously. inure work
needs to be done to obtain a stable beam environment and detector system.

7. PRACTICAL APPLICATIONS

Since high-energy neutron sources are not widely available, the question arises as ro
whether there is any practical altemutive that is also retisonubly cost-effective, For certtiin
systems, with thicknesses up to approximately 200 gkl Iz, a ‘izCf source could become u
viable alternative, Although u fission neutron is less penetrating than the WNR high-
energy neutron spectrum. the contrmt produced by lhe lower energy neutrons is much
ltwger. In tiddition. fission neutrons can be detected tit significantly higher efficiencies, of
the order of 10%. ~%f sources with smtill sizes are available from ORNL - a 10]()neu-
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trons/sec source can be comained in a steel capsule. 0.071 ““( 1.8 mm) inner radius and
0.075”” ([9 mm) long. A radiography setup for the initial WNR sample ]s presented in
figure 12. The contrast berween holes in the LiH and the surrounding material in the

WNR experiment was 47c. By comparison, the calculated contrast (using the MCNP4

neutron transport simula-
tion uode~) with a ‘szCf

-[ source is 33VC.Rate calcu-

0 u 4
meters fllght path and at

) d detector with 0.67c effi-L d
t i ciency (typical for a single

~le ~ ~m ~ plane conversion type
high-energy neutron detec-
tor), and a 101” neu-

Figure 12: Setup of LiH test object with ‘szCf trortskec ‘szCf source in
source the configuration above.

using a detector with 10%
efficiency (typical for fission neutrons). indicate that with comparable exposure times one
obtains statistically comparable images.

8. REFERENCES

1, G. W. Fraser, “Thermal neutron imaging””, Proc International Conference on Neu-
trons and Their Applications, George Vourvopoulos and Themis Paradellis editors. Crete.
Greece. June 12-18.1994.

2. A. Breskin, R. Chechick, A. Gibrekhterman, V. Dangendorf and A. Demian,
“Large-area hi,gh-resolutionthennal neutron imaging detectors””. Proc International Con-
ference on Neutrons and Their Applications. George Vourvopoulos and Themis Parnde!-
Iis editors, Crete, Greece, June 12- I8.1994.

3, Judith F. Briesmeister, Editor, “MCNP - A general monte-carlo n-particle transport
code’”. Los Alamos report LA-12625-M. 1993, version 4A.

DISCLAIMER

This repsrl was prepisrcd as an arwmnt of work sprnsorcd hy an agency of the United States

Government, Ncilher the (Jniled SIirIcs (icsvcrnmenl nor any agency [hereof. nor any of ~hcir

employees. makes tiny’ wflrranty, express or Implied, or assumes any legal Iiabilio or responsi-

bility for Ihc uccuracy, cumplclcnew or ISscfulnew of anY inform~li~n. aPPara~us, Producl. ‘r

prrxx.ss discluscd. w repre.scnls that ils usc would not infringe privutcly owned rights. Refer-

cncc herein IIJ ~ny srcific cummcrcial pr~u~li pr~~. or =rvicc by ~radc naITIR Iradcmark,

manufwXurer, or otherwise dms not necessarily cunsti[utc ur imply its endorsement. rccum-

mcndtrtion, or favoring by Ihc Urrild SIISICS (jovcrnmenl or uny a8cncy lhcr~f. The views

and opinions of aulhors exprd herein do not ncuwarily slate or rcflml lh~ of Ik

U[iitd Slates Uovcrnmcnl or any agency thcrcaf.


